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CERTIFICATE OF ANALYSIS

Product Name: CALIBRATION CHECKING SET FOR Hl 706

Product Code: Hl 706-11

LotCode: SC0322/14

Expiration Date: March 2016

Hanna Instrumonts corlifies these standards mset the slatsd toleranco limits as
indicated. Those should bo used for quality conlrol to validate instrument function
on the spsciti€d Hanna instrumont only. Stors standards in the storage box uPright
al room temporature. Do not opan ZERO standard cuvelts.
lnstructions for use:
1. Thoroughly wipe standard cuvette with H1731318 lint treo cloth and only handlo
using top of cuvetle. Ths cuv6tto wall must be dry and frsg of smudges.
2. Open B, Hl 706-11 standard cuvstte and add the roagents using procedure from
th6 instruction (including timing); tha rsagBnts ars not included in lhis sal.
3. At the C.1 ptompt plac€ A, Hl 706-11 standard cuvstto into tho hold€r of lhe
Checker and press opsrations bulton.
4. At tho C.2 prompt placo B, Hl 706-11 standald cuvgtls prspared as on pcl. 2.
into ths holdgr and pross the operations bulton.
Accsplablo rosults must be botween 7.0 and 8.0 ppm @ 25'C.
Att€ntion: B. Hl 706{ 1 stendard cuvette can be usad only oncel
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CERTIFICATE OF ANALYSIS

Product Name: CALIBRATION CHECKING SET FOR Hl 706
Product Code: Hl 706-1 1
Lotnumber: SCO322|14
Expiration date: March 2016

Hanna lnstrumonls corlifios thgso slandards ms€t the slatod tolaranco limits as
indicatEd. Thsse thould bo used for quality control to validato insttumont function
on th6 sp€cified Hanna instrumont only. Store standards in the storage box uprignt
at foom lomporalure. Do nol open ZERO standard cuvott6.
lnstruclions for uss:
1. Thoroughly wips standard cuvelte wilh H1731318 lint lree cloth and only handle
using top ot cuvstto. The cuvette wall must bs dry and free of smudgss.
2. Opon B, Hl 706.1'l standard cuvotte and add the reagents using procedure from
the instruclion (including timingli th6 reagents are noi includod in this set.
3. At the C.1 prompt plac€ A, Hl 706-11 standard cuv6tta into tha holder of the
Chsck€r and press operations butlon.
4. At lhe C.2 prompt place B, Hl 706-11 standard cuvetts preparad as on pct, 2.
into the holdor and press lhe oporations bulton.
Acceplable rssults musl bo bstwosn 7.0 and 8.0 ppm @ 25'C.
Atlontion: B, Hl 706-1 1 slandard cuvette can ba used only once!

Ftrenumber:  CERTTO6-11_SCOS22|14
QA manager: Bogden Munteanu

standarc,
cuvett€

Lot
number

uEnoarc varue (g
25'C (ppm)

Passed

A, Hr 706-11 1975 0.0 - 0.2 r'
B, Ht 706-11 1976 7.5 r 0.5
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CERTIFICATE OF ANALYSIS

Product NAME: CALIBMTION CHECKING SET FOR HI 706

Product Code: Hl 706-'11

Lot Code: S'C0322114
Expiration Dat6: March 2016

Hanna Instruments csrtifies thsse standsrds mesl lha slated toleranc6 limils as

indicated. Theso should be used for quality control lo validate instrument function

on the spacitied Hanna instrumenl only. Store standards in lho storage box upright

al room tempsraturo. Do not open ZERO standard cuvelto.
lnstructions tor use:
1. Thoroughly wips slandard cuvetto with H1731318 lint fr8e cloth and only handle

using top of cuvatte. Ths cuv€tte wall must be dry and free of smudges.

2. Open B. Hl 706-11 slandard cuvatte and add the reagsnts using proc€dula flom

tha instruction (including timing); lha r€agsnts aro not includod in lhis ssl.
3. At the C.1 prompt place A, Hl 706-11 standard cuvstte into the holdor of the

Chacker and prgss operalions button.
4. At the C.2 prompt Plsc€ B, Hl 7OG11 standard cuv€tt€ prepared as on pcl. 2.

into the holder and pross the opsrstions button.
AG€ptable resutts musl be between 7.0 and 8.0 Ppm @ 25'C.

Attantion: B. Hl 706-1 1 standard cuvstts can be used only oncel

!'Ianoaro
cuvette

Lot
numoer

Standard Value @
25'C (ppm) '

Passed

A,  Ht  706-11 1 975 0.0 - 0.2
B, Ht 706-1 1 1 976 7.5  r  0 .5

Standard
cuvette

Lot
number

Standard Value @
25"C (ppm)

Passed

A, t-il 706-11 197s 0.0 - 0.2
B, Ht 706-11 1976 7.5  t  0 .5
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CERTIFICATE OF ANALYSIS

Product Name: CALIBMTION CHECKING SET FOR Hl 706
Product Code: Hl 706-11

Lot number: SC0322/14
Expiration date: March 2016

Hanna Instrumenls certifigs lh68a standards mogt the st€ted tolersnc8 limits es
indicaled. Thesa should be u8ed for qualily control to valldalo instrumont function
on the specified Hanna instrumsnl only. Stora standards in tha slorage box upright
at room temporature. Do not open ZERO standard cuvstte.
Inslructions for use:
1 .  Thorough lywipes landardcuvet tewi lh  H173131Sl in t f r6ec lo thandon lyhand ls
using top of cuvetio, The cuvolte wall must be dry and froe of smudg8s.
2. Open B, Hl 706-1 1 standard cuvette and add the roagents using procsdure from
lho instruclion (including timingll lhe reagenls are not included in this set.
3. At ths C.1 prompt placo A, Hl 706-11 standard cuvatte into lh6 holder of tho
Checkor and press operations button,
4. At the C.2 prompt place B, Hl 706-11 standard cuvette preparod as on pct. 2.
into lhe holder and press the operations button.
Accsplable resulls must bs betweon 7.0 and 8.0 ppm @ 25'C.
Allention: B, Hl 706-l 1 slandard cuvette can bs usod only onco!

number: cERT706-1 I

Standard
cuvene

Lot
number

Standard Value g

25"C (ppm)
Passed

A, Ht 706-11 1975 0.0 - 0.2
B,  Ht  706- t1 1 976 7.5 r 0.5

QA manager: Bogdan Munteanu


